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1 Controller Set-Up  
 
1.1 << SYSTEM MODE / System Rotation >> 
 
 
[MODEL SEL] 
#1 Heli  PPM 
T-REX 
TOTAL T 
 
[MODEL NAME] 
#1 HELI PPM 
T-REX 
 
[MODEL TYPE] 
#1 T-REX 
HELICOPTER 
 
 
[MODEL COPY] 
 
 
 
[MODULATION] 
#1 T-REX 
PPM 
 
[STICK MODE] 
#1 T-REX 
> MODE 2 
THRO NORMAL 
 
[TRAINER] 
#1 T-REX 
NORMAL 
 
[SWITCH SEL] 
D/R INDIVIDUAL 
GEAR RIGHT SW 
FL-M RIGHT SW 
 
[Swash type] 
120° CCPM 
3 SERVOS 
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1.2 << FUNCTION MODE / Funktions Rotation >> 
 
 
[D/R & EXPO] 
Aile Pos     1 
EXP       LIN 
D/R        100% 
 
[REVERS SWITCH] 
Thr:  N  Ail :  N 
Elev :  N  Rud : R   servo looks to the left 
Gear : N  Pit :  R 
 
[SUB TRIM] 
Thr:  0  Ail :  0 
Elev :  0  Rud :  0 
Gear : 0  Pit :  0 
 
 
[TRAVEL ADJ] 
Thro  Ail  Elev Rud Gear  Pit 
H 100  L100  100 60 +100 (+35)* 100 
L 100  R100  100 60 -100 (-32)* 100 
* Wenn rotes Gyro Kabel angeschlossen. 
 
[120° CCPM] ___  Swash type mixer  (refers to selected swash in [SWASH TYPE] 
Ail  60 % N  
Elev  60 % N  
Pit  60 %  R 
 
[THRO CUT] 
- 104 
 
 
[THROTTLE HOLD] 
INHIBIT 
 
 
[THRO]   throttle curve 
NORMAL 
P-low:    0%  P-1: INH P-Mid: 50%  P-3: INH P-high: 100% 
STUNT 
P-low:    %  P-1:    % P-Mid:    %  P-3:    % P-high:    % 
 
 
[PITCH] curve 
NORMAL 
P-low: 11%  P-1: INH P-Mid: 37%  P-3: 52% P-high: 62% 
STUNT 
P-low:    %  P-1:    % P-Mid:    %  P-3:    % P-high:    % 
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[REVO MX] 
NORMAL 
up   0% 
dn   0% 
STUNT 
up       % 
dn       % 
 
 
[MX1, MX2]    > THR  -> THR 
ON  OFFSET 0 
  0 %  0% 
 SW ALWAYS ON 
 
 
[FAIL SAFE] 
 
 
 
 

 
1.3 R700 Receiver  

1= Speed Controller 
2= Servo RIGHT 
3= SERVO REAR 
4= GYRO 
5= Rotes Gyro Kabel optional, Einstellung unter     
TRAVEL_ADJ 
6= Servo LEFT 
7= n.a. 
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T-REX 500 Set-Up 
 
 
2 Swash Plate Set-up  
 
 
 
 
     10,3 

 
 
 
 
 
 
Length of ball links:       mm  
 
 
 
 
 
            L= 11,7  R= 10,8 mm 

 
 
 
 
 
 
 
 
3 Tail Rotor Set-up  
 
 
 
 
 
 
 
 
 
    3,5 mm 

 
 
 
 
 
 
Tail rotor shaft does not show out 
Welle schließt bündig ab  
 
See also T-REX500 manual, page 22 bottom left 
http://www.trextuning.com/t500-manual.pdf  
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4 SERVO Install  
 

 
Left side of frame 

 
Servo left and rear 
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Servo right side 
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Tail servo, plate faces to the left 
 

 
 
 
See also: http://www.trextuning.com/t-rex500_build.php  
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5 GYRO 
 
GYRO FUTABA 401 
DELAY  100 
LIMIT  100 
DIR  REV if wires look to the rear / Kabel nach hinten ausgeführt 
DS  ON  if digital servo 
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6 Ground the tail  
 

 
 

 
 
See also:  www.helismith.com/500grndwire.htm  


